








Dwelling

Greymate

Dwelling

Greymate

Elevation

50mm Aggi Pipe or
Pipe in Pipe
style dripper

Aggregate

Geo-textile
Material

200mm

200mm

100-200mm Top Soil

Elevation

50mm Aggi Pipe or
Pipe in Pipe
style dripper

Aggregate

Geo-textile
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200mm

200mm

100-200mm Top Soil

Garden

Greymate Minimum Trench length required for 
Sub Soil surface irrigation.

Bathroom 
only sand/

loams/gravels

Laundry only 
sand/loams/

gravels

Bathroom 
and Laundry 
sand/loams/

gravels
Up to 3 Bedrooms 6M 5M 10.5M
4 Bedrooms 7M 6M 13M
5+ Bedrooms 8.5M 7M 15.5M

Bathroom 
only Loams 

or Clays

Laundry only 
Loams or 

Clays

Bathroom 
and Laundry 
Loams and 

Clays
Up to 3 Bedrooms 17M 14M 31M
4 Bedrooms 22M 18M 39M
5+ Bedrooms 26M 21M 46M

Irrigation Minimum Setback Distances
In South Australia, the irrigation systems set back distances from 
the boundaries and the buildings, must be one in accordance 
with the relevant authorities requirements.

Attachment C
Attachment C cont.

The health risk posed by untreated grey water can never be 
eliminated but it can be minimized by careful management and 
responsible use.

Find below suggested “Do’s and Don’ts” for the use of untreated grey 
water.

Do not:
Over irrigate, if the garden is wet. Isolate the system to avoid runo�.

Connect black water �xtures, or o�ensive waste streams to the system.

Irrigate fruit, vegetable plants or food crops with grey water.

Position irrigation lines where they will cause run o� to another property.

Attempt to pump the grey water higher than 4 metres than the unit.

Tamper with the wiring of the controller. These contain 240volt wiring and could cause 

accidental electrocution or death.

Utilise kitchen grey water streams.

Utilise system during periods of wet weather.

Allow the grey water to contaminate any source of drinking water.

Distribute grey water via hand held hoses or misting style sprinklers.

Allow grey water to pool or stagnate.

Allow the grey water to discharge to a drain or water way.

Drink grey water or allow pets or animals to drink the water.

Utilise grey water that could have gross faecal contamination e.g. from soiled nappies.

Utilise grey water for any other purpose than irrigation

Do:
Use a licensed plumber to install the system.

Obtain local authority approval (if required).

Maintain the system according to the maintenance guidelines herein.

Drain and �ush the system and isolate during times when irrigation is not required.

Wash your hands after gardening.

Use low phosphorus and low salt based detergents.

Use biodegradable detergents.

Reduce fertilizer use when irrigating with grey water.

Distribute grey water via sub irrigation lines or dripper systems.

Ensure lid is kept locked. 



Irrigation Minimum Setback Distances

ItemSubsoil Irrigation
Trenches (Metres)

Closed Fence Boundaries0.5
Open Boundaries (i.e open fence or no fence)1.2
Buildings1.2

Attachment A
Sub Surface Drip Irrigation
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Attachment B
Sub Soil Irrigation
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50mm Aggi Pipe

Aggreregate

Geo-textile
Material

200mm

200mm

100-200mm Top Soil

Irrigation Minimum Setback Distances

Item Drip Irrigation Area 
(Metres)

Closed Fence Boundaries 0.3
Open Boundaries (i.e open fence or no fence) 0.5
Buildings 0.5

Greymate Minimum Trench length required for 
Grey Water Distribution in WA.

Bathroom
only Sand

Laundry only 
Sand

Bathroom and 
Laundry Sand

Up to 3 Bedrooms6M5M10.5M
4 Bedrooms7M6M13M
5+ Bedrooms8.5M7M15.5M

Bathroom
only Loams or 

Gravel

Laundry only 
Loams or 

Gravel

Bathroom
and Laundry 
Loams and 

Gravel
Up to 3 Bedrooms8.5M7M15.5M
4 Bedrooms11M9M19.5M
5+ Bedrooms13M10.5M23M

20m Lilac Solid Line

4mm Drip Tube Open End

100mm Mulch

Soil

20m Supply Line Lilac

Min 50, 4mm Delivery Tubes Open End

Elevation Detail

Plan Detail
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Trenches (Metres)
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